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1
METHOD AND APPARATUS FOR POWER
CONTROL AND MULTTPLEXING FOR
DEVICE TO DEVICE COMMUNICATION IN
WIRELESS CELLULAR COMMUNICATION
SYSTEM

PRIORITY

This application claims priority under 35 U.S.C. §119(a)
to Korean Patent Application Nos. 10-2013-0016488 and
10-2014-0014221, filed in the Korean Intellectual Property
Office on Feb. 15, 2013 and Feb. 7, 2014, respectively, the
entire contents of each of which are incorporated herein by
reference.

BACKGROUND

1. Field of the Invention

The present invention relates generally to a wireless
mobile communication system, and more particularly, to
operations of a User Equipment (UE) including a transmis-
sion power control process and a multiplexing process of the
UE, operations of a Base Station (BS) corresponding to the
operations of the UE, and devices thereof in a state where a
device to device communication technology and a wireless
cellular communication technology are used together.

2. Description of the Related Art

As types of services using a wireless mobile communi-
cation system are significantly diversified, a new technology
to more efficiently support newly rising services is required,
and accordingly, a new method and new technologies have
been developed and researched in the wireless mobile com-
munication system.

Device to Device (D2D) communication is a new tech-
nology which has arisen as a solution for a new service and
basically enables a predetermined UE to directly communi-
cate with another UE existing in the surroundings of the
device. Through the use of the D2D communication tech-
nology, the UE may discover UEs existing in the surround-
ings of the UE itself and perform direct communication with
a device requiring communication.

When direct communication is performed between UEs,
a large advantage in terms of radio resource efficiency is
acquired since the direct communication uses a relatively
small amount of radio resources in comparison with com-
munication via a Base Station (BS) using a conventional
wireless network. Further, since the direct communication
supports a method in which the UE discovers UEs located
close to the UE, the UE can directly transmit information to
a desired device, thereby greatly increasing efficiency in
supporting an advertisement service, a Social Networking
Service (SNS), and the like.

Currently, a Long Term Evolution-Advanced (LTE-A)
also requires supporting the D2D technology and a technical
discussion about the D2D technology is progressing.

FIG. 1 is a view illustrating a scenario where D2D
communication is supported within a cellular system.

A BS 101 manages a UE 103 and a UE 104 within a cell
102 managed by the BS 101. The UE 103 performs cellular
communication with the BS 101 by using a UE-BS link 106
and the UE 104 also performs cellular communication with
the BS 101 by using a UE-BS link 107. When D2D
communication is possible between the UE 103 and the UE
104, the UE 103 and the UE 104 can directly exchange
information by using a UE-UE link 105 without passing
through the BS 101.
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2

It is assumed that the D2D communication technology
using the cellular wireless mobile communication system
such as the LTE-A system is executed to basically prevent a
UE using the conventional cellular system from being
damaged. To this end, resources which do not overlap radio
resources used by a cellular UE (this refers to a UE which
performs conventional device to BS communication instead
of the D2D communication) may be separately used for the
D2D communication. Alternatively, the D2D UE uses the
same resources used by the cellular UE but the resources are
used to avoid interference to each other as maximally as
possible.

A backward/forward duplexing method used by the LTE
or LTE-A system includes Frequency Division Duplexing
(FDD).

In FDD, forward and backward directions are distin-
guished by using different frequency resources. When a
system using the FDD uses different resources for the D2D
communication and the conventional cellular communica-
tion, backward frequency resources are more preferentially
used for the D2D communication between forward and
backward frequency resources in general. This is because
many more types of signals are multiplexed to the forward
frequency resources in comparison with the backward fre-
quency resources. As a result, it is difficult to separately
allocate the forward frequency resources for the purpose of
the D2D communication in comparison with the backward
frequency resources.

Further, in the FDD system considering only the conven-
tional cellular UE, forward traffic is greater than backward
traffic due to the nature of a communication system and
forwardly transmitted overheads are greater than back-
wardly transmitted overheads, so that using the forward
frequency resources generally have a heavier burden in
comparison with using the backward frequency resources.

Accordingly, when the forward resources allocated for the
purpose of the D2D communication are used, a burden of the
forward resources becomes greater and thus it may be more
difficult to adjust a balance between use of the forward and
backward resources.

If it is assumed that the communication system using
FDD performs the D2D communication by using the back-
ward resources, the problems generated when the D2D
communication technology uses the forward resources can
be solved. However, all problems cannot be solved when the
D2D communication technology using the backward
resources is applied. For example, as the backward resources
used by the LTE system, a predetermined size of resources
may be allocated to both ends of an entire band to transmit
control information for the conventional cellular UE.

The backwardly transmitted control information may
include forward link Channel Quality Information (CQI) of
the UE, ACK/NACK information corresponding to response
information for a Hybrid Automatic Repeat reQuest
(HARQ) technology of the forward communication, sched-
uling request information for backward information trans-
mission, and the like.

The control information is transmitted in a backward
direction, that is, from predetermined UEs to the BS. The
transmission of the control information may be performed
when the D2D UEs communicate with each other as well as
when only the cellular UEs communicate by the backward
resources. That is, a plurality of D2D UEs may communicate
with each other and a cellular UE may transmit control
information to the BS within the same cell at the same time
(for example, within the same subframe in LTE). Of course,
in the above case, frequency resources used for control
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information transmission by the cellular UE and frequency
resources used for D2D communication by the D2D UE may
be different from or the same as each other.

FIG. 2 is a view illustrating a scenario where the cellular
UE and the D2D UE within the same cell simultaneously
transmit/receive a signal to/from the BS by using backward
resources on the same subframe.

A BS 201 has a cell 202 and UEs 203, 205, and 206 are
located within the cell 202. The UE 203 transmits backward
control information to the cellular UE by using backward
resources 204. The UE 205 performs the D2D communica-
tion with the UE 206 and can transmit information to the UE
206 by using a D2D link 207. At this time, the UE 203
properly sets transmission power for the information trans-
mission such that the BS 201 has proper reception power in
receiving the backward control information. Further, the UE
205 properly sets transmission power for the information
transmission such that the UE 206 has proper reception
power in receiving the D2D transmission.

In this event, as a distance between the UE 205 and the
UE 206 becomes larger, the UE 205 may perform the D2D
transmission after setting large transmission power for
proper transmission to the UE 206. At this time, when the
UE 205 is located very close to the BS 201, the D2D
transmission to the UE 206 by the UE 205 may be received
by the BS 201 with very large reception power.

Atthis time, when the reception power (reference numeral
208) that the BS 201 receives from the UE 205 is greater
than a signal backwardly transmitted by the cellular UE 203
by a predetermined value or more, reception sensitivity
deterioration (desensing phenomenon) occurs in the recep-
tion of the signal and thus the backward control information
transmitted by the UE 203 may not be received by the BS
201.

As described above, a problem exists when the cellular
UE and the D2D UE included in one BS simultaneously
perform transmission by using backward frequency
resources, as a difference between intensities of signals
which the BS receives from the cellular UE and the D2D UE
is large, and thus the BS cannot receive information trans-
mitted from the cellular UE.

SUMMARY OF THE INVENTION

The present invention has been made to solve the above
problems and disadvantages and to provide at least the
advantages described below.

Accordingly, an aspect of the present invention is to
provide a process of controlling power of a D2D channel
required for simultaneously performing communication by a
UE using a D2D technology and a cellular UE while the UEs
do not generate a reception sensitivity deterioration problem
between them in a mobile communication system, a process
in which one UE simultaneously transmits D2D data and
cellular data, and operation methods and apparatuses of a BS
and the UEs for supporting the processes.

In accordance with an aspect of the present invention, a
method of controlling power of a user equipment for device
to device communication in a wireless communication sys-
tem is provided. The method includes receiving power
control related information of the device to device commu-
nication from a base station; determining transmission
power of the user equipment based on maximum available
power of the user equipment and the received power control
related information of the device to device communication;
and transmitting data according to the determined transmis-
sion power.
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In accordance with another aspect of the present inven-
tion, a user equipment controlling power for device to device
communication in a wireless communication system is pro-
vided. The user equipment includes a transceiver for trans-
mitting/receiving a signal to/from the user equipment or a
base station; and a controller for controlling to receive
power control related information of the device to device
communication from the base station, determine transmis-
sion power of the user equipment based on maximum
available power of the user equipment and the received
power control related information for the device to device
communication, and transmit data according to the deter-
mined transmission power.

In accordance with another aspect of the present inven-
tion, a method of controlling power of a user equipment for
device to device communication in a wireless communica-
tion system is provided. The method includes receiving
transmission related information of the device to device
communication from a base station; determining whether a
transmission subframe of cellular information to be trans-
mitted to the base station is a subframe allowing the device
to device communication based on the transmission related
information; determining transmission power by using a first
offset value included in the transmission related information
when the transmission subframe is the subframe allowing
the device to device communication as a result of the
determination; and transmitting the cellular information to
the base station according to the determined transmission
power.

In accordance with another aspect of the present inven-
tion, a user equipment controlling power for device to device
communication in a wireless communication system is pro-
vided. The equipment includes a transceiver for transmit-
ting/receiving a signal to/from the user equipment or a base
station; and a controller for controlling to receive transmis-
sion related information of the device to device communi-
cation from the base station, determine whether a transmis-
sion subframe of cellular information to be transmitted to the
base station is a subframe allowing the device to device
communication based on the transmission related informa-
tion, determine transmission power by using a first offset
value included in the transmission related information when
the transmission subframe is the subframe allowing the
device to device communication as a result of the determi-
nation, and transmit the cellular information to the base
station according to the determined transmission power.

In accordance with another aspect of the present inven-
tion, a method of performing multiplexing of a user equip-
ment for device to device communication in a wireless
communication system is provided. The method includes
determining whether transmission of uplink control infor-
mation including ACK or NACK indicating forward infor-
mation reception or forward information non-reception is
required at a predetermined time point; determining whether
information included in the uplink control information is
ACK or NACK when the transmission is required; and
transmitting the uplink control information to a base station
without transmitting information of the device to device
communication when the information included in the uplink
control information is ACK as a result of the determination.

In accordance with another aspect of the present inven-
tion, a user equipment multiplexing cellular information and
device to device communication information in a wireless
communication system is provided. The user equipment
includes a transceiver for transmitting/receiving a signal
to/from the user equipment or a base station; and a controller
for controlling to determine whether transmission of uplink
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control information including ACK or NACK indicating
forward information reception or forward information non-
reception is required at a predetermined time point, deter-
mine whether information included in the uplink control
information is ACK or NACK when the transmission is
required, and transmit the uplink control information to the
base station without transmitting information of the device
to device communication when the information included in
the uplink control information is ACK as a result of the
determination.

BRIEF DESCRIPTION OF THE DRAWINGS

The foregoing and other aspects, features and advantages
of'the present invention will become more apparent from the
following detailed description when taken in conjunction
with the accompanying drawings in which:

FIG. 1 is a view basically illustrating Device to Device
(D2D) communication;

FIG. 2 illustrates backward frequency resources used as
D2D resources;

FIG. 3 is a diagram illustrating distinguished resources
which can be used for D2D communication by using a
format of backward resources supported by LTE according
to an embodiment of the present invention;

FIG. 4 is a flow diagram illustrating an order of operations
of'a small cell performing a network control cell inactivation
process according to an embodiment of the present inven-
tion;

FIG. 5 is a block diagram illustrating an internal structure
of a transmission device of a D2D User Equipment (UE)
according to an embodiment of the present invention;

FIG. 6 is a block diagram illustrating an internal structure
of a Base Station (BS) device for controlling power of a
D2D UE according to an embodiment of the present inven-
tion;

FIG. 7 is a flowchart illustrating an order of operations of
a UE according to an embodiment of the present invention;

FIG. 8 is a flowchart illustrating an order of operations of
a BS according to an embodiment of the present invention;

FIG. 9 is a block diagram illustrating an internal structure
of a UE according to another embodiment of the present
invention;

FIG. 10 is a block diagram illustrating an internal struc-
ture of a BS according to another embodiment of the present
invention;

FIG. 11 is a flowchart illustrating an order of a multiplex-
ing operation of a UE according to an embodiment of the
present invention; and

FIG. 12 is a flowchart illustrating an order of a multi-
plexing operation of a UE according to another embodiment
of the present invention.

DETAILED DESCRIPTION OF EMBODIMENTS
OF THE PRESENT INVENTION

Hereinafter, an embodiment of the present invention will
be described in detail with reference to the accompanying
drawings. In the following description of the present inven-
tion, a detailed description of known functions or configu-
rations incorporated herein will be omitted when it may
make the subject matter of the present invention unclear.

Meanwhile, terms described below are defined in consid-
eration of the functions of the present invention, but the
meaning of the terms may be changed according to a user,
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intention of an operator, or convention. Therefore, its defi-
nition will be made based on the overall contents of this
specification.

Further, the detailed description of embodiments of the
present invention is made mainly based on a wireless
communication system based on Orthogonal Frequency
Division Multiplexing (OFDM), particularly the 3GPP
EUTRA standard, but the subject matter of the present
invention can be applied to other communication systems
having a similar technical background and channel form
after a little modification without departing from the scope
of'the present invention, and the above can be determined by
those skilled in the art.

In embodiments of the present invention described below,
a Base Station (BS) or a cell may have the same meaning.
Further, Device to Device (D2D) communication may be
used to define all of a discovery operation for discovering
adjacent User Equipments (UEs) and direct communication
in which UEs directly exchange information.

In the above description, it has been discussed that the
D2D communication supports backward frequency
resources when it is assumed that a duplexing method to
which the present invention is applied corresponds to an
FDD system.

FIG. 3 is a view illustrating distinguished resources which
can be used for the D2D communication by using a format
of backward resources supported by current LTE.

FIG. 3 shows a plurality of subframes 301 gathering on a
time axis. The subframe refers to a time unit used in LTE and
indicates a 10 ms time interval including a plurality of
symbols. The present invention describes the subframe used
in LTE as an example, but the present invention is not
limited thereto and can use another time unit.

It is assumed in the present invention that a part of a set
of the subframes 301 is used as resources for the D2D
communication. That is, in FIG. 3, regular subframes 302
are allocated for the cellular communication and D2D
subframes 303 are allocated for the D2D communication.

Specifically describing the resources for the D2D sub-
frames 303, a plurality of subframes are included in the
backward resources for the D2D communication. One sub-
frame includes a plurality of Orthogonal Frequency Division
Multiplexing (OFDM) symbols or Single-Carrier Frequency
Division Multiplexing (SC-FDM) symbols on a time axis
and a plurality of subcarriers on a frequency axis.

As described above, among available subcarriers on the
frequency axis of the LTE backward resources, a plurality of
subcarriers 304 and 305 located at both ends are used for
transmission of backward control information (this refers to
the Physical Uplink Control CHannel (PUCCH) in LTE). As
described in the background art, the backward control infor-
mation may include forward link Channel Quality Informa-
tion (CQI) of the UE, AKC/NACK information correspond-
ing to response information for a Hybrid Automatic Repeat
reQuest (HARQ) technique of the forward communication,
scheduling request information for backward information
transmission, and the like.

In contrast, the D2D communication can be performed
through a plurality of subcarriers 306 located at a center of
the frequency axis except for both ends of the subframes. At
this time, a last OFDM symbol (or SC-FDM symbol) located
at each of the subframes may be used for transmission of a
Sounding Reference Signal (SRS) required for backward
channel estimation of UEs by the BS. Since a transmission
period of the SRS varies depending on a setting of the BS,
a subframe including the SRS may exist and also a subframe
which does not include the SRS may exist. The subframe
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which does not include the SRS may use the last symbol 307
as the resources for the D2D communication or as a tran-
sition time required for an operation of changing transmis-
sion to reception or reception to transmission since the UE
is required to continuously perform the transmission and
reception due to the nature of D2D communication.

A reception sensitivity deterioration (desensing) phenom-
enon may be described based on the backward resources
illustrated in FIG. 3 with reference to FIG. 2. That is, when
the cellular UE 203 transmits the PUCCH 204 to the BS 201
in a state where the UE 205 located close to the BS 201
performs transmission to the faraway UE 206 through the
D2D communication channel 207 by using D2D resources,
the BS 201 may not accurately receive the PUCCH 204
transmitted by the UE 203 due to the reception sensitivity
deterioration phenomenon. This is because reception inten-
sities of one or more signals received by the BS 201 may
have a difference greater than or equal to a predetermined
value. That is, the difference results from a case where, when
a signal 208 transmitted by the UE 205 reaches the BS 201,
the reception intensity is very large. Accordingly, through
the following embodiments, the present invention provides
a method of solving the state where the BS cannot receive
information of the cellular UE due to communication of the
D2D UE.

Prior to a description of a transmission power control
provided by the present invention, a method of controlling
transmission power when a transmitter and a receiver gen-
erally communicate with each other, particularly when the
transmitter is a UE, will be first described. Transmission
power used when the UE transmits a predetermined channel
to the BS may be determined as a smaller value between two
parameters below.

1. Maximum available power of the transmitter (UE)

2. Transmission power which can meet desired reception
power when the receiver (BS) receives signals transmitted
by transmitter (UE)

The maximum available power of the transmitter (that is,
the UE) may be power which is limited by hardware of the
UE and can be physically used by the transmitter for
information transmission or maximum power determined by
a predetermined setting of the BS. The receiver (that is, the
BS) makes an effort to adjust reception power of the UE to
a predetermined value. This is to prevent the reception
sensitivity deterioration phenomenon when signals of sev-
eral UEs are simultaneously received and also makes sched-
uling for transmission of the UE easy. Accordingly, the UE
limits transmission power to adjust reception power of the
BS to a predetermined value.

Therefore, the transmission power of the UE may be
determined by the two parameters and the transmission
power of the UE may be expressed by the following Equa-
tion (1):

Tx_Power=min{Max_7x_Powerf{Rx_Power)}

ey

In the above Equation (1), Tx_Power denotes transmis-
sion power of the UE, Max_Tx_Power denotes maximum
available power of the UE, Rx_Power denotes reception
power of the BS receiving a transmission signal of the UE,
and a function f{Rx_Power) denotes transmission power
determined by the UE when Rx_Power is determined. The
function f{(Rx_Power) may be variously determined using
Rx_Power and a most representative Equation (2) is as
follows.

ARx_Power)=Rx_Power+Prop_loss
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In the above Equation (2), Prop_loss refers to a path loss
according to a distance between the transmitter and the
receiver and is determined by statuses of positions of the
transmitter and the receiver and a medium existing between
the transmitter and the receiver as well as the distance
between the transmitter and the receiver. The UE detects the
path loss between the UE and the BS by measuring reception
power of a reference signal transmitted by the BS and then
measuring transmission power of the reference signal trans-
mitted by the BS. The path loss is a value measured in the
long term. A path loss value measured forwardly can be used
for controlling backward transmission power since it may be
assumed that backward and forward path losses are the
same.

The above Equation (2) f(Rx_Power) may be defined
using other parameters as well as the path loss value. The
parameters may include, for example, an amount of
resources of transmitted channels (for example, a number of
Physical Resource Blocks (PRBs) defined in LTE), a pre-
determined offset value set by the BS, and other several
parameters. The Equation (2) f(Rx_Power) is calculated by
assigning a predetermined weight to each of the parameters
and adding the weight and the parameter. The weight may be
changed or set by the BS, and may have a positive value or
a negative value.

Hereinafter, a method of solving the reception sensitivity
deterioration phenomenon of the BS through a control of
power of the D2D UE will be described through various
embodiments.

First Embodiment

D2D Channel Power Control

The present embodiment provides a method of, when the
UE performing the D2D communication transmits a signal
through a D2D link (the link according to the present
invention refers to a wireless path through which the trans-
mitter and the receiver transmit information and has the
same meaning as a radio link, a channel, a radio channel, a
connection, and the like), supporting both the information
transmission through the D2D link and a resolution of the
reception sensitivity deterioration phenomenon by properly
setting transmission power for the D2D link.

In a state where a predetermined BS and cellular UE exist,
the cellular UE transmits predetermined control information
or data information to the BS, and a D2D UE existing within
the cell of the BS transmits a D2D channel at the same time
or the same subframe, transmission power of the D2D UE
may be determined as one value of the following three
parameters, and may be determined as the smallest one of
the following three parameters according to an embodiment
of the present invention.

1. Maximum available power of a transmission D2D UE
(205 of FIG. 2)

2. Transmission power which can meet (set) desired
reception power when a reception D2D UE (206 of FIG. 2)
receives a signal transmitted by the transmission D2D UE
(205 of FIG. 2)

3. Transmission power which does not cause reception
sensitivity deterioration phenomenon when a BS (201 of
FIG. 2) receives a signal from a cellular UE (203 of FIG. 2)
in state where BS has received a signal from transmission
D2D UE (205 of FIG. 2)

The maximum available power of the UE may be power
which is limited by hardware of the UE and can be physi-
cally used by the transmitter for information transmission or
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maximum power determined by a predetermined setting of
the BS. Further, there is an attempt to adjust the reception
power of the reception D2D UE receiving the D2D channel
transmitted from the transmission D2D UE to be proper
reception power. This is done to make scheduling for
transmission of the transmission D2D UE easy. The third
parameter is a value which is not greater than, by a prede-
termined value or larger, a signal received from another
cellular UE while reception power of D2D transmission is
maintained at a predetermined level or lower when it is
assumed that the BS receives the D2D transmission from the
transmission D2D UE. In this event, the third parameter
prevents a situation where reception sensitivity of the signal
of the cellular UE deteriorates since the reception signal of
the D2D UE becomes much greater than the reception signal
of the cellular UE. The above is shown in Equation (3)
below.

T xﬁPoweFmin{MaXﬁT x_Power fiRx_Power_D2D),

g(Rx_Power_eNB)} ©)

In the above Equation (3), Tx_Power denotes transmis-
sion power of the transmission D2D UE, Max_Tx_Power
denotes maximum available power of the transmission D2D
UE, Rx_Power_D2D denotes reception power of the recep-
tion D2D UE receiving a transmission signal of the trans-
mission D2D terminal, and Rx_Power_2NB denotes recep-
tion power when the BS receives the transmission signal of
the transmission D2D UE.

Further, a function f(Rx_Power_D2D) denotes transmis-
sion power determined by the transmission D2D UE when
Rx_Power_D2D is determined and a function g(Rx_Pow-
er_eNB) denotes transmission power determined by the
transmission D2D UE when Rx_Power_eNB is determined.

The function f(Rx_Power) may be variously determined
using Rx_Power_D2D and a most representative Equation
(4) is as follows.

ARx_Power_D2D)=Rx_Power_D2D+Prop_loss_D2D 4

In the above Equation (4), Prop_loss_D2D is a path loss
according to a distance between the transmission D2D UE
and the reception D2D UE and is determined by statuses of
positions of the transmitter and the receiver and a medium
existing between the transmitter and the receiver as well as
the distance between the transmitter and the receiver. The
transmission D2D UE may detect the path loss by sharing
information on transmission/reception of a predetermined
signal arranged when the transmission and reception D2D
UEs set a D2D channel and transmission power of the
arranged signal.

The above Equation (4) of f{(Rx_Power_D2D) may be
defined using other parameters as well as the path loss value.
The parameters may include, for example, an amount of
resources of transmitted channels (for example, a number of
Physical Resource Blocks (PRBs) defined in LTE), a pre-
determined offset value set by the BS or set through a
channel setting between the D2D UEs, and other several
parameters. The Equation (4) f{lRx_Power_D2D) is calcu-
lated by assigning a predetermined weight to each of the
parameters and adding the weight and the parameter. The
weight may be predetermined, set by the BS, or set through
the channel setting between the D2D UEs, and may have a
positive value or a negative value.

The function g(Rx_Power_eNB) may be variously
defined using Rx_Power_eNB and a most representative
Equation (5) is as follows.

g(Rx_Power_eNB)=Rx_Power_eNB+Prop_loss_eNB+

Desense_Offset (5)
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In the above Equation (5), Prop_loss_eNB refers to a path
loss according to a distance between the transmission D2D
UE and the BS and is determined by statuses of positions of
the transmission D2D UE and the BS and a medium existing
between the transmission D2D UE and the BS as well as the
distance between the transmission D2D UE and the BS. The
transmission D2D UE detects the path loss between the
transmission D2D UE and the BS by measuring reception
power of a reference signal transmitted by the BS and then
measuring transmission power of the reference signal trans-
mitted by the BS.

Desense_Offset is defined as a value adjusted to not
deteriorate the reception sensitivity when the BS receives
the D2D signal and a signal from another cellular UE
together. Desense_Offset may be determined as a predeter-
mined value in consideration of a capability of the receiver
of'the BS. Alternatively, Desense_Offset is set by the BS and
then informed to the transmission D2D UE.

The above Equation (5) of g(Rx_Power_eNB) may be
defined using other parameters as well as the path loss value.
The parameters may include, for example, an amount of
resources of transmitted D2D channels (for example, a
number of Physical Resource Blocks (PRBs) defined in
LTE), a predetermined offset value set by the BS, and several
other parameters. The Equation (4) g(Rx_Power_eNB) is
calculated by assigning a predetermined weight to each of
the parameters and adding the weight and the parameter. The
weight may be changed or set by the BS, and may have a
positive value or a negative value.

Hereinafter, orders of operations of the UEs and the BS
according to the first embodiment of the present invention
will be described.

FIG. 4 illustrates a flowchart of processes of controlling
transmission power of the D2D channel transmitted by the
D2D UE.

FIG. 4 shows a transmission D2D UE 401, a reception
D2D UE 402, and a BS 403. The transmission D2D UE 401
and the reception D2D UE 402 establish D2D (or a channel
for D2D communication) in step 404. In step 404, informa-
tion of the BS may be used. For example, in order to allow
the transmission and reception D2D UEs to discover each
other, perform scheduling, and actually transmit data,
mutual synchronization should be made. The synchroniza-
tion may be performed using primary and secondary syn-
chronization signals (PSS and SSS) or the like transmitted
by the BS.

Subsequently, the transmission D2D UE 401 receives
power control related information from the BS 403 in step
405. The power control related information may include
information used when f(Rx_Power_D2D) is determined in
the above Equation (4) or information used when g(Rx_
Power_eNB) is determined in the above Equation (5). The
reception D2D UE 402 may also receive power control
related information from the BS 403 in step 406. This is
because the reception D2D UE 402 may be also the trans-
mission D2D UE for the D2D channel and thus requires the
power control related information. The power control
related information in step 406 does not have be the same as
the power control related information in step 405.

Although FIG. 4 illustrates that the BS providing the
power control related information to the transmission D2D
UE 401 is the same as the BS 403 providing the power
control related information to the reception D2D UE 402,
the present invention is not limited thereto. For example, the
BSs may be different from each other when the BSs includ-
ing the respective D2D UEs are different from each other.
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Subsequently, the transmission D2D UE 401 and the
reception D2D UE 402 may determine a path loss of the
D2D channel. The path loss may be predetermined in step
404. The determination of the path loss may be shared
between the transmission D2D UE 401 and the reception
D2D UE 402 through reference signal transmission in step
407, a path loss calculation by the reception D2D UE 402
and a path loss measurement report in step 408.

The transmission D2D UE 401 may transmit the D2D
channel by using the following Equation (6) in step 409.

T xﬁPoweFmin{MaXﬁT x_Power fiRx_Power_D2D),

g(Rx_Power_eNB)} 6

FIG. 5 is a block diagram illustrating an internal structure
of the transmission D2D UE according to an embodiment of
the present invention.

A storage unit 501 stores information used when power
control related setting values transmitted from the BS, that
is, f(Rx_Power_D2D) is determined or information used
when g(Rx_Power_eNB) is determined.

The power control related information stored in the stor-
age unit 501 is input into a power control controller 502.
Then, the power control controller 502 determines transmis-
sion power of the D2D channel by using the above Equation
(6) and inputs the determined transmission power of the
D2D channel into a power amplifier 505 through a control
signal 503.

Meanwhile, a D2D channel generator 504 generates a
wirelessly transmitted signal by performing a channel
encoding and modulation on information transmitted
through the D2D channel. The signal is amplified by the
power amplifier 505. A degree of the amplification is deter-
mined by the power control controller 502 through the use
of the control signal 503. The amplified signal by the power
amplifier 505 is wirelessly transmitted through a transmitter
506.

Although it has been illustrated that the power control
controller 502 and the D2D channel generator 504 are
distinguished as separate blocks, they do not have to be
physically divided hardware and can be implemented by
detailed function blocks performed by the controller.

FIG. 6 is a block diagram illustrating an internal structure
of a BS device for controlling power of the D2D UE
according to an embodiment of the present invention.

AD2D power control related setting value determiner 601
determines a power control related setting value required
when the D2D UE receives the D2D channel. The power
control related setting value may include information used
when f(Rx_Power_D2D) is determined. Further, the D2D
power control related setting value determiner 602 deter-
mines a power control related setting value required when
the BS receives the D2D channel. The power control related
setting value may include information used when g(Rx_
Power_eNB) is determined.

The two setting values are signaled to the D2D UE
through a transmitter 603. A signaling process has been
illustrated in step 405 of FIG. 4. Although FIG. 6 illustrates
the D2D power control related setting value determiner
divided into two blocks 601 and 602, the D2D power control
related setting value determiner does not have to be divided
into physically separated hardware, and it should be noted
that the D2D power control related setting value determiner
may be implemented by detailed function blocks performed
by the controller.
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Second Embodiment

Control of Power of Cellular Channel when D2D
Channel Exists

The second embodiment of the present invention
described below provides a new power control method of
the cellular UE in order to solve the reception sensitivity
deterioration problem of the cellular UE as the BS receives
a D2D link of the D2D UE existing in an adjacent position.

It has been described that the cellular UE uses the
transmission power determined according to the following
Equation (7) when backwardly transmitting information by
using a cellular channel.

M

In the above Equation (7), Tx_Power denotes transmis-
sion power of the UE, Max_Tx_Power denotes maximum
available power of the UE, Rx_Power denotes reception
power of the BS receiving a transmission signal of the UE,
and a function f{Rx_Power) denotes transmission power
determined by the UE when Rx_Power is determined.

The cellular UE according to the present embodiment
provides a transmission power setting method using differ-
ent equations according to the existence or nonexistence of
the D2D UE.

That is, the method includes a scheme in which, when the
D2D UE exists near the BS and the BS receives transmission
of the cellular UE, the cellular UE adds an additional offset
to transmission power to transmit a stronger transmission
signal in order to avoid generation of the reception sensi-
tivity deterioration problem due to the D2D UE. The present
embodiment according to the above description may be
expressed by the following Equation (8).

Tx_Power=min{Max_7x_Powerf{Rx_Power)}

1 xﬁPoweFmin{MaXﬁT x_Power fIRx_Power)+

offset_D2D} (8)

In the above Equation (8), Tx_Power denotes transmis-
sion power of the UE, Max_Tx_Power denotes maximum
available power of the UE, Rx_Power denotes reception
power of the BS receiving a transmission signal of the UE,
and a function f(Rx_Power) may be transmission power
determined by the UE when Rx_Power is determined. A last
parameter offset_D2D corresponds to an offset having a
different value according to the existence or nonexistence of
the D2D UE performing simultaneous transmission with the
cellular UE when the cellular UE transmits predetermined
information or control information.

In general, offset_D2D may have a greater value in a case
where the D2D UE performing the simultaneous transmis-
sion exists in comparison with a case where the D2D UE
does not exist. For example, offset_D2D (first offset)=5 dB
when the D2D UE exists, and offset_D2D (second offset)=0
dB when the D2D UE does not exist.

In addition, an effect of offset_D2D can be acquired by
differently setting a parameter existing in f(Rx_Power). The
Equation (9) of f(Rx_Power) may be expressed as follows.

SIRx_powen)=P,_pycctPL A cormiro sr)*

Ar puccaE AL E)+8(0) ©)]
Parameters of Py rrccm Ar pocce(F), and Ay (F") in
the above Equation (9) correspond to parameters set for
performance of the PUCCH by a higher layer. One or more
of the parameters may be divided into two sets. Specifically,
the two sets include one set used in a general subframe
where D2D is not configured and the other set used in a
subframe where D2D is configured. The UE may determine
whether D2D exists in a subframe where the PUCCH is
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currently transmitted and substitute one of the two param-
eters (or the parameter sets) into the above Equation (9) to
use the equation for PUCCH power configuration.

Offset_D2D may be set by the BS through higher layer
signaling or may be set as a predetermined value. Alterna-
tively, the UE may be informed of offset_D2D through a
new Downlink Control Information (DCI) format newly
defined by adding offset_D2D to a format of a convention-
ally set DCI. For example, offset_D2D may be transmitted
to the UE through a Physical Downlink Control CHannel
(PDCCH). Alternatively, without the definition of the new
DCI format, the information may be transmitted to the UE
by using a reserved field of a predetermined format of the
conventionally defined DCI format, or the predetermined
field of the conventionally defined DCI format is defined
with a different interpretation and offset_D2D may be trans-
mitted to the UE.

In the above Equation (9), the function f(Rx_Power) may
be determined through the above described method.

In order to allow the cellular UE to know of the existence
or nonexistence of the simultaneous transmission of the
D2D UE, the BS informs all UEs included in the BS of a
subframe where the D2D channel exists by using system
information. Further, the BS informs each of the UEs of
transmission time of the D2D UE. In this event, the UEs may
be informed of the transmission time through higher layer
signaling or physical layer control information.

Hereinafter, orders of operations of the UEs and the BS
according to the second embodiment of the present inven-
tion will be described. FIG. 7 is a flowchart illustrating an
order of an operation of the UE according to the second
embodiment of the present invention.

The cellular UE starts an operation in step 701, and
acquires D2D transmission related information, which
includes, for example, information on the time and the
subframe in which the D2D transmission is performed, and
offset_D2D information according to the D2D transmission
in step 702.

The information on the subframe in which the D2D
transmission is performed may be used for determining the
subframe in which A and B corresponding to information on
offset_D2D received by the UE will be used.

Further, in connection with the offset_D2D information
according to the D2D transmission, when it is assumed that
offset_D2D=A if the D2D UE exists and offset_ D2D=B if
the D2D UE does not exist, a value of (A, B) may be set to
the UE.

The D2D transmission related information may be
acquired from system information through a broadcast chan-
nel, and may be set to each of the UEs and informed of by
the BS. In this event, higher layer signaling, such as Radio
Resource Control (RRC), may be used.

The offset_D2D may be known through the system infor-
mation. Alternatively, offset_D2D is set by the BS for each
of the UEs and informed of by the BS. In this event, higher
layer signaling, such as RRC, may be used. Alternatively,
the BS may define a new DCI format including the D2D
transmission related information and offset_D2D informa-
tion and transmit the defined new DCI format to the UE
through the PDCCH. Otherwise, without the definition of
the new DCI format, the BS may transmit the information to
the UE by using a field reserved for a predetermined format
among the conventionally defined DCI format, or the pre-
determined field of the conventionally defined DCI format.
The BS may also define a predetermined field of the con-
ventionally defined DCI format with a different interpreta-
tion and transmit offset_D2D to the UE.
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Subsequently, the cellular UE prepares cellular informa-
tion, that is, information to be transmitted to the BS in step
703, and then determines in step 704 whether the D2D
transmission is performed simultaneously at the time when
the cellular information is transmitted using the D2D trans-
mission related information acquired in step 702. For
example, the UE may determine whether the subframe to
transmit the cellular information is a subframe allowing the
D2D transmission.

As a result of the determination, when the D2D transmis-
sion is performed together with the cellular information
transmission, the UE proceeds to step 705 to set
offset_D2D=A that is, an offset value required when the
D2D transmission exists. In contrast, when the D2D trans-
mission is not performed together with cellular information
transmission, the UE proceeds to step 706 to set
offset_D2D=B, that is, an offset value required when the
D2D transmission does not exist.

Subsequently, the UE determines transmission power by
using the set offset_D2D and the following Equation (10) in
step 707.

1 xﬁPoweFmin{MaXﬁT x_Power fIRx_Power)+

offset_D2D} (10)

Further, the UE ends a transmission process in step 709
after transmitting the cellular information by using the
transmission power in step 708.

FIG. 8 is a flowchart illustrating an order of an operation
of'the BS according to the second embodiment of the present
invention.

The BS starts the operation in step 801, and transmits
D2D transmission related information, that is, information
on the time and subframe through which the D2D transmis-
sion is performed in step 802. The BS transmits the power
control information of the cellular UE, that is, all pieces of
information related to a control of power of the cellular UE
including offset_D2D information in step 803.

The UE acquires the D2D transmission related informa-
tion from the system information through the broadcast
channel, or the BS may inform each of the UEs of the D2D
transmission related information. Similarly, the UE may
know offset_D2D from the system information or the BS
may set the D2D transmission related information and
inform each of the UEs of the set D2D transmission related
information. In another embodiment, the BS may define a
new DCI format including the D2D transmission related
information and offset_D2D information and transmit the
new DCI format to the UE through the PDCCH. Alterna-
tively, without the definition of the new DCI format, the BS
may transmit the information to the UE by using a field
reserved for a predetermined format among the convention-
ally defined DCI format, or define a predetermined field of
the conventionally defined DCI format with a different
interpretation and transmit offset_D2D to the UE.

The operation ends in step 804.

FIG. 9 is a block diagram illustrating an internal structure
of'a UE device according to the second embodiment of the
present invention.

A D2D transmission determiner 901 determines whether
the D2D transmission exists. A power control related setting
value storage unit 902 stores a power control related setting
value received from the BS. When determination informa-
tion of the D2D transmission determiner 901 and informa-
tion stored in the power control related setting value storage
unit 902 are input into a cellular transmission power con-
troller 903, transmission power of the cellular information
transmitted by the UE is determined.
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The offset_D2D is stored in the power control related
setting value storage unit 902, and the cellular transmission
power controller 903 determines an accurate value of
offset_D2D according to the determination of the D2D
transmission determiner 901. A channel to be transmitted by
the UE is generated by a cellular channel generator 905 and
amplified through a power amplifier 906. The amplified
value is determined after a value determined by the cellular
transmission power controller 903 is input into the power
amplifier 906 through a process indicated by a reference
numeral 904. The amplified cellular information is trans-
mitted through a transmitter 907.

Each of the blocks illustrated in FIG. 9 does not have to
be divided into physically separated hardware and the blocks
may be implemented by detailed function blocks executed
by the controller.

FIG. 10 is a block diagram illustrating an internal struc-
ture of a BS device according to the second embodiment of
the present invention.

D2D transmission related information generated by a
D2D transmission time information generator 1001 and
cellular channel transmission power control related infor-
mation generated by a cellular transmission related infor-
mation generator 1002 are transmitted to the UE through a
transmitter 1003.

Hereinafter, a method of multiplexing D2D information
and cellular information provided by another embodiment
will be described.

The problem in the state where the cellular UE back-
wardly transmits the cellular information to the BS and the
D2D UE transmits information to another D2D UE by using
the same backward frequency resources and the solution
thereof through a control of power of the D2D UE or the
cellular UE have been discussed.

Hereinafter, it is assumed that one UE simultaneously
transmits or receives the D2D information and transmits the
cellular information. The UE performs the general cellular
transmission in which backward data information is back-
wardly transmitted (that is, to the BS) or control information
according to forward data information is backwardly trans-
mitted. However, simultaneous transmission or reception of
the D2D information for D2D communication may be
required when the cellular information is transmitted.

The cellular transmission may include data transmission
and also include ACK/NACK transmission according to
forward data transmission, CQI transmission, and schedul-
ing request information.

Another embodiment of the present invention described
below provides a solution when the transmission of the
cellular information and the transmission of the D2D infor-
mation are simultaneously generated.

Third Embodiment

Simultaneous Transmission of Cellular Channel and
D2D Channel

In the present embodiment, it is assumed that one UE
transmits backward cellular information to the BS through a
cellular channel and transmits D2D information to another
D2D UE through a D2D channel at the same time. The UE
uses a transmission scheme of Single Carrier Frequency
Division Multiple Access (SC-FDMA).

Accordingly, it should be assumed that a number of
channels simultaneously transmitted by one UE is limited to
one. When the UE is required to simultaneously transmit the
cellular channel and the D2D channel, the following opera-
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tions are possible. Preferably, the UE may select one of the
following operations and perform the selected one.

1. Transmission of only the D2D channel

2. Transmission of only the cellular channel

3. Transmission of only one channel selected from the
D2D channel and the cellular channel according to a setting
of the BS. In this event, when simultaneous transmission/
reception of the D2D channel and the cellular channel is
generated through system information, higher layer signal-
ing such as RRC signaling, or physical layer control infor-
mation, the BS may transmit information indicating a chan-
nel having a priority to the UE.

4. Simultaneous transmission of two channels regardless
of the SC-FDMA scheme. At this time, transmission power
is first allocated to the cellular channel and the remaining
power is allocated to the D2D channel.

Fourth Embodiment

Selective Transmission of Cellular Channel and
D2D Channel According to ACK/NACK

In the present embodiment, it is assumed that one UE
transmits backward cellular information including ACK/
NACK to the BS through the cellular channel and transmits
D2D information to another D2D UE through the D2D
channel at the same time.

Transmitting information on ACK/NACK to the BS by
the UE means that the UE informs the BS through ACK/
NACK that already received forward information has been
successfully received.

When the information to be transmitted to the BS by the
UE corresponds to ACK between ACK and NACK, that is,
when the forward information has been successfully
received, the ACK information should be transmitted to the
BS to avoid additional retransmission. In contrast, when the
information to be transmitted to the BS by the UE corre-
sponds to NACK between ACK and NACK, even though the
NACK information is not transmitted to the BS, the BS
performs retransmission of the forward information. As a
result, the transmission of NACK is less important than the
transmission of ACK.

Accordingly, the present embodiment provides a method
in which, when one UE transmits backward cellular infor-
mation including ACK/NACK to the BS through the cellular
channel and transmits D2D information to another D2D UE
through the D2D channel at the same time, the UE transmits
only the cellular channel without transmitting the D2D
channel if ACK/NACK information corresponds to ACK
and transmits only the D2D channel without transmitting the
cellular channel if the ACK/NACK information corresponds
to NACK in consideration of the importance of ACK and
NACK.

With respect to the fourth embodiment of the present
invention, the operation of the UE will be described with
reference to FIG. 11.

In FIG. 11, when the UE starts the operation in step 1101,
the UE prepares transmission of the D2D information in step
1102. The UE prepares transmission of the cellular infor-
mation as necessary in step 1103. In this event, information
on the preparation of the transmission in step 1103 may
include information included in the PUCCH.

Subsequently, the UE determines whether transmission of
uplink control information (PUCCH) is required in step
1104. When the PUCCH transmission is not required, the
UE transmits the D2D information in step 1106, and then
ends the operation in step 1108. In contrast, when the UE
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determines that the PUCCH transmission is required, the UE
determines whether ACK/NACK information included in
the PUCCH is ACK or NACK again in step 1105.

At this time, when the ACK/NACK information corre-
sponds to ACK, the UE proceeds to step 1107 to transmit the
PUCCH. In contrast, when the ACK/NACK information
corresponds to NACK, the UE proceeds to step 1106 to
transmit the D2D information.

The UE transmits the D2D information but does not
transmit the PUCCH information in step 1106, and transmits
the PUCCH information but does not transmit the D2D
information in step 1107.

After steps 1106 and 1107, the UE ends the operation in
step 1108.

Fifth Embodiment

Selection of Simultaneous Cellular Channel
Transmission and D2D Channel Reception

In the present embodiment, it is assumed that one UE
transmits backward cellular information to the BS through
the cellular channel and transmits D2D information to
another D2D UE through the D2D channel at the same time.

The UE cannot perform the transmission and the recep-
tion at the same time through the same band. Accordingly,
in the present invention, when the UE is required to transmit
the cellular channel and receive the D2D channel at the same
time, the following operations are possible. Preferably, the
UE selects one of the following operations and perform the
selected one.

1. Reception of only the D2D channel

2. Transmission of only the cellular channel

3. Selection of only one from the D2D channel reception
and cellular channel transmission according to a setting of
the BS. In this event, the BS may transmit information
indicating an operation having a priority between the cellu-
lar channel transmission and the D2D channel reception to
the UE through system information, higher layer signaling
such as RRC signaling, or physical layer control informa-
tion.

Sixth Embodiment

Selection of Cellular Control Information
Transmission and D2D Channel Reception
According to Type of Cellular Control Information

In the present embodiment, it is assumed that one UE
transmits backward cellular information including ACK/
NACK to the BS through the cellular channel and transmits
D2D information to another D2D UE through the D2D
channel at the same time.

Transmitting ACK/NACK information to the BS by the
UE means that the UE informs the BS through ACK/NACK
that the forward information which has already been
received from the BS has been successfully received.

When the information to be transmitted to the BS by the
UE corresponds to ACK between ACK and NACK, that is,
when the forward information has been successfully
received, the ACK information should be transmitted to the
BS to avoid additional retransmission. In contrast, when the
information to be transmitted to the BS by the UE corre-
sponds to NACK between ACK and NACK, even though the
NACK information is not transmitted to the BS, the BS
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performs retransmission of the forward information. There-
fore, the transmission of NACK is less important than the
transmission of ACK.
Accordingly, in the present embodiment, when one UE
transmits backward cellular information including ACK/
NACK to the BS through the cellular channel and transmits
D2D information to another D2D UE through the D2D
channel at the same time, the UE transmits the cellular
channel without receiving the D2D channel if ACK/NACK
information corresponds to ACK and receives the D2D
channel without transmitting the cellular channel if the
ACK/NACK information corresponds to NACK in consid-
eration of the importance of ACK and NACK.
The order of the operation of the UE according to the
present embodiment will be described with reference to FIG.
12.
In FIG. 12, when the UE starts the operation in step 1201,
the UE prepares reception of the D2D information in step
1202 and prepares transmission of the cellular information
as necessary in step 1203. The cellular information in step
1203 may include information included in the PUCCH.
The UE determines whether the transmission of the
PUCCH is required in step 1204. As a result of the deter-
mination, when the PUCCH transmission is not required, the
UE receives the D2D information in step 1206, and then
ends the operation in step 1208.
In contrast, when the UE determines that the PUCCH
transmission is required, the UE determines whether ACK/
NACK information included in the PUCCH is ACK again in
step 1205. At this time, when the ACK/NACK information
corresponds to ACK, the UE proceeds to step 1207 to
transmit the PUCCH. In contrast, when the ACK/NACK
information corresponds to NACK, the UE proceeds to step
1206 to transmit the D2D information.
The UE receives the D2D information but does not
transmit the PUCCH information in step 1206, and transmits
the PUCCH information but does not receive the D2D
information in step 1207. When step 1206 or 1207 is
completed, the UE ends the operation in step 1208.
According to an embodiment of the present invention, the
state where the UE performing the conventional cellular
communication experiences the reception sensitivity dete-
rioration phenomenon can be prevented by controlling trans-
mission power of the UE performing the D2D communica-
tion. According to another embodiment of the present
invention, operations of the UE in a case where one UE is
required to simultaneously perform the cellular communi-
cation and the D2D communication can be clearly defined.
Embodiments of the present invention disclosed in the
present specification and the accompanying drawings are
just specific examples for easily describing the technical
contents of the present invention and helping understanding
of the present invention, but the present invention is not
limited thereto. It is obvious to those skilled in the art to
which the present invention pertains that other modified
embodiments in addition to the embodiments disclosed
herein may be made based on the technical spirit of the
present invention.
What is claimed is:
1. A method of controlling power of a User Equipment
(UE) for Device to Device (D2D) communication in a
wireless communication system, the method comprising:
receiving, at the UE, power control related information of
the D2D communication from a Base Station (BS);

determining, by the UE, a first transmission power of the
UE based on a maximum available transmission power
of the UE;
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determining, by the UE, a second transmission power of
the UE based on a reception power of the BS and the
power control related information; and

transmitting data, from the UE, according to a smaller

transmission power from among the first transmission
power and the second transmission power.

2. The method of claim 1, wherein the D2D communi-
cation comprises at least one of a discovery operation,
transmission of control information, and transmission of
data information.

3. The method of claim 1, further comprising:

determining a minimum transmission power of the UE

between the first transmission Power and the second
transmission power.

4. The method of claim 1, wherein the second transmis-
sion power is determined as a sum of the reception power set
by a higher layer, a path loss according to a distance between
the UE performing the D2D communication and the BS, and
a number of resource blocks of a transmitted D2D channel.

5. The method of claim 4, wherein the path loss is
assigned by a predetermined weight.

6. A User Equipment (UE) controlling power for Device
to Device (D2D) communication in a wireless communica-
tion system, the UE comprising:

a transceiver configured to transmit and receive signals;

and
controller configured to control the transceiver to receive
power control related information of the D2D commu-
nication from a Base Station (BS), determine a first
transmission power of the UE based on a maximum
available transmission power of the UE, determine a
second transmission power of the UE based on a
reception power of the BS and the power control
related information, and transmit data according to a
smaller transmission power from among the first trans-
mission power and the second transmission power.
7. The UE of claim 6, wherein the D2D communication
comprises at least one of a discovery operation, transmission
of control information, and transmission of data information.
8. The UE of claim 6, wherein the controller is further
configured to determine a minimum transmission power of
the UE between the first transmission power and the second
transmission power.
9. The UE of claim 6, wherein the second transmission
power is determined as a sum of the reception power set by
a higher layer, a path loss according to a distance between
the UE performing the D2D communication and the BS, and
a number of resource blocks of a transmitted D2D channel.
10. The UE of claim 9, wherein the path loss is assigned
by a predetermined weight.
11. A method of controlling power of a User Equipment
(UE) for Device to Device (D2D) communication in a
wireless communication system, the method comprising:
receiving transmission related information of the D2D
communication from a Base Station (BS);

determining whether a transmission subframe of cellular
information to be transmitted to the BS is a subframe
allowing the D2D communication based on the trans-
mission related information;

determining transmission power by using a first offset

value included in the transmission related information
when the transmission subframe is the subframe allow-
ing the D2D communication as a result of the deter-
mination; and

transmitting the cellular information to the BS according

to the determined transmission power.
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12. The method of claim 11, wherein determining the
transmission power comprises determining the transmission
power by using a second offset value included in the
transmission related information when the transmission sub-
frame of the cellular information is not the subframe allow-
ing the D2D communication as the result of the determina-
tion.

13. The method of claim 11, wherein receiving the trans-
mission related information comprises receiving the trans-
mission related information through at least one of system
information, higher layer signaling, and physical layer con-
trol information.

14. A User Equipment (UE) controlling power for D2D
communication in a wireless communication system, the UE
comprising:

a transceiver configured to transmit and receive signals;

and
a controller configured to control the transceiver to
receive transmission related information of the D2D
communication from the BS, determine whether a
transmission subframe of cellular information to be
transmitted to the BS is a subframe allowing the D2D
communication based on the transmission related infor-
mation, determine transmission power by using a first
offset value included in the transmission related infor-
mation when the transmission subframe is the subframe
allowing the D2D communication as a result of the
determination, and transmit the cellular information to
the BS according to the determined transmission
power.
15. The UE of claim 14, wherein the controller is further
configured to determine the transmission power by using a
second offset value included in the transmission related
information when the transmission subframe of the cellular
information is not the subframe allowing the D2D commu-
nication as the result of the determination.
16. The UE of claim 14, wherein the controller is further
configured to receive the transmission related information
through at least one of system information, higher layer
signaling, and physical layer control information.
17. A method of controlling power of a User Equipment
(UE) by a base station (BS) for Device to Device (D2D)
communication in a wireless communication system, the
method comprising:
transmitting, at the base station, power control related
information of the D2D communication to the UE; and

receiving data, from the UE, according to a smaller
transmission power from among a first transmission
power of the UE and a second transmission power of
the UE,

wherein the first transmission power of the UE is deter-

mined based on a maximum available transmission
power of the UE, and

wherein the second transmission power of the UE is

determined based on a reception power of the BS and
the power control related information.

18. The method of claim 17, wherein the D2D commu-
nication comprises at least one of a discovery operation,
transmission of control information, and transmission of
data information.

19. The method of claim 17, the UE is configured to
determine a minimum transmission power of the UE
between the first transmission power and the second trans-
mission power.

20. The method of claim 17, wherein the second trans-
mission power is determined as a sum of the reception power
set by a higher layer, a path loss according to a distance
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between the UE performing the D2D communication and
the BS, and a number of resource blocks of a transmitted
D2D channel.

21. The method of claim 20, wherein the path loss is
assigned by a predetermined weight.

22. A base station (BS) controlling power for Device to
Device (D2D) communication of a User Equipment (UE) in
a wireless communication system, the BS comprising:

a transceiver configured to transmit and receive signals;

and

a controller configured to control the transceiver to trans-

mit power control related information of the D2D
communication to the UE, and receive data from the
UE according to a smaller transmission power from
among a first transmission power of the UE and a
second transmission power of the UE,

wherein the first transmission power of the UE is deter-

mined based on a maximum available transmission
power of the UE, and
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wherein the second transmission power of the UE is
determined based on a reception power of the BS and
the power control related information.

23. The BS of claim 22, wherein the D2D communication
comprises at least one of a discovery operation, transmission
of control information, and transmission of data information.

24. The BS of claim 22, wherein the UE is configured to
determine a minimum transmission power of the UE
between the first transmission power and the second trans-
mission power.

25. The BS of claim 22, wherein the second transmission
power is determined as a sum of the reception power set by
a higher layer, a path loss according to a distance between
the UE performing the D2D communication and the BS, and
a number of resource blocks of a transmitted D2D channel.

26. The BS of claim 25, wherein the path loss is assigned
by a predetermined weight.
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